
Model

ADI 16

ADI 18

ADI 20

Inside Diameter
(mm)

Wall Thickness
(mm)

Min. Working
Pressure (bar)

Max. Working
Pressure (bar) KD

13.8

15.8

17.8

0.9

1.15

1.2

1.0

1.25

0.4

0.4

0.4

4.3

4.3

4.3

0.95-1.12

0.95

0.6-0.85

• Cylindrical PC dripper, with unique regulating labyrinth with self-flushing
operation at the beginning and the end of each irrigation cycle.

• Triple inlet filter with filtering area 10 times larger than any other dripper.
• High clog resistance.
• Suitable for poor quality and effluent water.
• Large pressure compensation range up to 4.3 bar.
• Dripline diameter: 16, 18 and 20 mm.
• Dripper flow rate: 1.6, 2.2 and 3.5 l/hr.
• Rootguard® configuration available for extra root protection in SDI

(Subsurface Drip Irrigation).

ADI
Cylindrical PC
(Pressure
Compensated)
dripper.

ADI Dripline Technical Data:

* Min. working pressure of 0.8 bar is recommended for efficient dripline flushing
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ADI Cylindrical PC (Pressure Compensated) dripper.

Packaging Data

ADI 16 mm. Maximum lateral length (I.D. 13.8 mm, W.T 0.9 mm, Inlet pressure 2.5 bar):

Nom. Flow Rate
(L/H)

1.6

2.2

3.5

Spacing Between Drippers (m)

0.20

92

78

56

0.30

132

111

80

0.40

168

141

103

0.50

203

170

124

0.60

235

196

143

0.75

280

233

172

1.00

349

290

214

ADI 18 mm. Maximum lateral length (I.D. 15.8 mm, W.T 1.2 mm, Inlet pressure 2.5 bar):

Nom. Flow Rate
(L/H)

2.1

3.5

Spacing Between Drippers (m)

0.20

90

65

0.30

130

92

0.40

166

118

0.50

199

143

0.60

231

166

0.75

275

198

1.00

344

247

For additional tables and data please contact Metzerplas Technical Department or visit our website: www.metzerplas.com

ADI 20 mm. Maximum Lateral length (I.D. 17.4 mm, W.T 1.0 mm, Inlet pressure 2.5 bar):

Nom. Flow Rate
(L/H)

1.6

2.1

3.5

Spacing Between Drippers (m)

0.20

132

121

79

0.30

189

171

113

0.40

242

216

144

0.50

291

259

175

0.60

337

298

202

0.75

402

353

242

1.00

502

437

302

Model

ADI 16

ADI 18

ADI 20

Roll Length (m)

400

300

300

150

150

133

300

300

266

350

333

300

Quantity Per Container (Rolls)
20 40 40 H
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• Miniature economical PC dripper to maintain uniform flow rate at wide range of
working pressures and variable topography.

• Expanded inlet filter and wide water passages for clog resistance.
• Contains the most reliable and proven PC mechanism by regulating labyrinth of

ADI and VERED drippers.
• Suitable for effluent and recycled water.
• Dripper flow rates:  0.8, 1.2 and 1.6 l/h.
• VARDIT dripline available in wide range of wall thickness between 0.4 to 1.2 mm.
• VARDIT dripline available in wide range of lateral diameters: 16, 17, 20,

22 and 25 mm.

VARDIT
Miniature flat
PC (Pressure
Compensated)
dripper

VARDIT Dripline Technical Data:

Model

VARDIT 16

VARDIT 17

VARDIT 20

VARDIT 22

VARDIT 25

Inside Diameter
(mm)

Wall Thickness
(mm)

Min. Working
Pressure (bar)

Max. Working
Pressure (bar) KD

15.8

15.2

13.8

15.8

15.0

17.4

21.0

24.7

0.4

0.6

0.9

1.15

0.6

0.9

1.15

1.0

1.2

1.0

1.0

0.4

0.4

0.4

0.4

0.4

2.0

2.5

3.5

4.3

2.5

3.5

4.3

3.5

4.3

3.5

3.5

0.2

0.27

0.2

0.1

0.08

0.05
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* Min. working pressure of 0.8 bar is recommended for efficient dripline flushing
































